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196.t-66 NltrS'l'ANG
\\'ITH OIIIG INAl. Nl.{n-trAL BII{.KUS

BOOSTER.{ND ]IIASTIR INSTALLAl'IO\ I\S-I'RT (,]TIONS

WARNING:
lnstallation oi'any colttponcnt or kit should bc perfbrmed by persons erperienced in the installalior ancl propcr operation ol'bralie
s,vstems, It is also the responsibilrtl'olthe person installirrg any brake conlponent or kit to detcrrnine the suitability ol'the componcnt
,,r kit li,r tlrat plnicrrlar:rpplie:rlirrn

N0TE:
licfote operatittg the vehicle afier installation test filnction ofthc brakes illider controlled cmdittons. lv{ake several s10ps itr a saf'e arctr
tiom lorv speed and gradualll'rvork up to nonrlal speeds. DO NOI DRIVE WITII LIN lElsl lll) LIRAKES! i\lrvars utilize saf'eh
restrains rvlren operatrng Lhe vehiolc.

S'I'EP I:
Ile sure to check that voLtr kit has all the necessan parts needed to colnplete this pr,rjc-c1.

SII-P2:
Renrove the fbllon'iti_r:. contponeltts lionr your car:
l. Disconnect thc brakc lines to the master cylinder.
2. Ncrt. renrove the push xrd liotn the brake pcdal.

-1. Thcn. ren.rle the oltl ntastcr cylinder.
S l l.l) 3:

'l'hings to prepare before assrmhll'ofthe nelv brxrstcr & master cvlinder
l. Rcmove the neu, master c-vlinder florn the boostcr tusembll .

2. Beuch bleed the ne\v master cr.'linder to rcmove all the air. Ifall the air rs renroved fionr the rnaslcr. thcr) it rr,ill be
dilllcult to push the piston in

Hon to bench blecd:

RenioYe the master cvlinder lbrnr the booster and placc in vice. (be sure to clamp outo the mounting ear xnd not the
mastcr cylinder).

Lrstall the propcr size plugs in the outlct ports ofthe master c-ylitrder.
Iill the rnaster lvith brake fluid.

Use a rounded end rod or Phillips screw driver and.push the piston in repeatedly until no bubbles are visible.

NOTE: This make take a minute or two of continuous pumping!

STEP 4:

'l. lnstall nerv booster u,ith brackcts to the llrervall using the three studs or holes u,hcre the original n]as1er $.as locateal
ancl sccure. Connect rod to the original pedal.

STEP 5:
1. Mount the nraster c1'linder to the booster (Make sure that the nrastcr rvas properly, bled) SEE PIC. # 3
2. Connect thc vacuun.t fitting and the hose to either the intake manitbld or to the rear ol'the carbureror. N4zrke sure that the

vacuur.n sourcc on the carburetor is manrfold vacuurl ancl not timed vacuult1.
NOTE:THEENGINII NIIIST PROVIDE :\ I\IIN|NII.INI OF 18" Ol' VA(ltitllt FOR IHE BOOSI'EIi TO \\,OttK
EFFEC'IIVELY.

3. Attach the brake lines to the master c-vlinder. If ,vour kit conres with a proporlioning valvc go ahcad and insLall it,
N.OTE: IT IS IN,IPORT..\N'I- TO REN'IOVE ANY FACT'ORY I\STAI-I,ED VALVES FRO]\{ YOIIR BRAKE SYTEI\I. STF
Ptc #4

STEP 6:
1. Wheil the valve is plulnbed correctly and all the hard lines are attached. bleed the entire system.
2. Test the brakes, ifpedal gocs to the floor or is very spong)' then bleed the st slcm once rgain.
3. Test drir'e the car in a safe location belore drivrtrg.

ABS Porver Brakes lno.
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Picture 1

Note: Some cars, customer might have to drill
original holes with a3l\" drill bit.

Picture 2
Original stop light switch.

New style bracket. Against pivot point
On pedal. It r.vill give you 4:1 pedal ratio.

Picture 4
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Picture 3

tuSaster tyl.
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