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Mounting Plate

FIGURE 1

WIPER MOTOR ARM

IN HORIZONTAL POSITION

H‘ow TO INSTALL WIPER MOTOR

STEP 1

Remove original vacuum wiper motor unit from fire,
W‘at//,

STEP 2 ,

The electric wiper motor arm should be set in the

ho'r/zonta/posmon as shown in figure 1. Apply

/ubber pad to wiper assembly mounting plate and

attach assembly to the firewall. Note that the rubber |
pad goes between the mounting plate and the f/rewa//;_,

STEP 8
Connect the electric wiper motor wiring system as .

FIGURE 2

IN VERTICAL
POSITION

WIPER MOTOR ARM STOPPED

descr/beo’ on the WIRING DIAGRAM SHEET.

STEP 4

Af?,‘er W/r/ng.has been completed, start the wiper
motor then stop it so that the wiper motorarm
s ‘in a vertical position. (Shown in figure 2)
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Driver’s Side
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\o\\&\ Wiper Drive Arm
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Flat Washer
FIGURE 3% Wiper Motor Arm
&
P

Lower Pivot Stud T~ — f() \\
and Clip

Passenger’s Side
Wiper Drive Arm

www.dennis-carpenter.com

Atfach the driver’s side wiper drive arm to the slotted

stjd on the 3" pivot arm then attach and secure that .
assemb/y to the wiper motor arm. (See figure 3)
STEP 6

Az‘tach the passenger’s side wiper drive arm to the .
/owe/ pivot stud on the 3” pivot arm, secure with

snap -on clip. , P
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WIPER STOP ADJUSTMENT

Adjustment on
windshield wiper
arm park feature
—_— >

SIDE VIEW OF
WIPER MOTOR

If windshield wipers in stop position need further
adjustment, remove the motor drive arm from the
shaft, rotate the arm clockwise or counter clockwise
then reinstall the arm to the shaft.
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